


■저음역 악기를 위해 설계된 다이내믹 마이크

■돌발적인 베이스 음역을 가진 강력한 음향, 최고 음압 레벨을 무리없이 처리

■통합 스탠드형 어댑터

■무대 위의 전형적인 거친 사용환경을 이겨낼 수 있는 견고한 전체-메탈 바디

■ 16피트(5미터) 마이크 케이블 완비

■백 보컬과 악기 음향을 위해 설계된 다이내믹 마이크

■ 16피트(5미터) XLR/XLR 케이블

■켜짐/꺼짐 스위치

■내부 보호 바스켓을 가진 견고한 와이어 메쉬 캡

■견고한 주물 메탈 바디

■스탠드 어댑터 완비

■리드 보컬을 위해 설계된 견고한 공연용 마이크

■ 16피트(5미터) XLR/XLR 케이블

■켜짐/꺼짐 스위치

■내부 보호 바스켓을 가진 견고한 와이어 메쉬 캡

■견고한 주물 메탈 바디

■스탠드 어댑터 완비

■드럼과 타악기, 관악기 및 기타 앰프를 위해 설계된 다이내믹 마이크

■악기 음향의 외곡없는 재생을 위해 맞춰진 응답 반응

■스탠드 또는 드럼 위에 손쉽게 설치 가능한 확장 외부 브라켓과 통합 스탠드 어댑터

■무대 위의 전형적인 거친 사용환경을 이겨낼 수 있는 견고한 전체-메탈 바디

■ 16피트(5미터) 마이크 케이블 완비

SPECIFICATIONS
Frequency range: 20Hz to 20kHz
Polar pattern: Cardioid
Sensitivity: 2.5mV/Pa
Standard accessory: 16ft.(5m) XLR/XLR cable

SPECIFICATIONS
Frequency range: 60Hz to 18kHz
Polar pattern: Cardioid
Sensitivity: 2.5mV/Pa
Standard accessory: 16ft.(5m) XLR/XLR cable

H440 mounting bracket

SPECIFICATIONS
Frequency range: 40Hz to 20kHz
Polar pattern: Cardioid
Sensitivity: 2.5mV/Pa
Standard accessory: Stand adapter

D77S/XLR: 16ft.(5m) XLR to XLR Cable
D77S/Jack: 16ft.(5m) XLR to 1/4” jack cable

SPECIFICATIONS
Frequency range: 40Hz to 20kHz
Polar pattern: Supercardioid
Sensitivity: 2.5mV/Pa
Standard accessory: Stand adapter

D88S/XLR: 16ft.(5m) XLR to XLR Cable
D88S/Jack: 16ft.(5m) XLR to 1/4” jack cable



■밀폐형(Closed-Back) 스테레오 헤드폰

■저음에 충실한 베이스와 명료한 고음을 가진 강력한 음향

■가볍고 귀를 모두 덮는 인조가죽 이어 패드

■최상의 편안함을 주는 AKG 자동 조정 헤드밴드

■탁월한 가격 대비 성능

■반개방형(semi-open), 귀를 둘러싼(circumaural) 스테레오 헤드폰

■가볍고 원초적인 음향의 재생을 위한 자연스러운 음향 디자인

■최상의 편안함을 주는 AKG 자동조정 헤드밴드와 인조가죽 이어 패드

■ 접이식, 40mm(1.6인치) 스피커를 가진 밀폐형 소형 헤드폰

■ 탁월한 음향과 뛰어난 주변 잡음 감쇠

■ 매우 가벼운 중량의 헤드폰

■ 3D-Axis 디자인을 통해 최소한의 공간을 차지하는 접이식 헤드폰

■ 밀폐형(Closed-Back), 귀를 둘러싼(Circumaural) 스테레오 헤드폰

■ 충실한 주변 잡음 감쇠

■ 강력한 음향을 위한 터보 베이스(Turbobass) 특성

■ 탁월한 착용감

SPECIFICATIONS
Weight(without cable): approx. 190g(6.7oz.)
Frequency range: 18Hz to 20kHz
Sensitivity: 115dB SPL/V
Cable: Single-entry, 8ft.(2.5m) long
Adapter plug: mini to 1/4”

SPECIFICATIONS
Weight(without cable): approx. 210g(7.4oz.)
Frequency range: 16Hz to 20kHz
Sensitivity: 114dB SPL/V
Cable: Single-entry, 10ft.(3m) long
Adapter plug: mini to 1/4”

SPECIFICATIONS
Weight(without cable): approx. 210g(7.4oz.)
Frequency range: 18Hz to 22kHz
Sensitivity: 112dB SPL/V
Cable: Single-entry, 10ft.(3m) long
Adapter plug: mini to 1/4”

SPECIFICATIONS
Weight(without cable): approx. 73g(2.6oz.)
Frequency range: 12Hz to 26kHz
Sensitivity: 125dB SPL/V
Cable: 5ft.(1.5m) long, with mini jack plug
Standard accessory: carrying bag
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